
Premium Laminate
SPC RANGE 

(STONE PLASTIC COMPOSITE)

PRODUCT RANGE BROCHURE

www.mulford.com.au | 1300 MULFORD (1300 685 3673)



Designed for modern living. Built for long-term performance.

The Alvera Premium Laminate range delivers the perfect balance of durability, water resistance and 
authentic timber aesthetics. Engineered with a high-performance multi-layer construction, this premium 
laminate flooring is ideal for residential and light commercial applications where appearance, strength 
and reliability matter.

With eight carefully selected colours inspired by real wood, Alvera Premium Laminate offers timeless style 
without compromising on practicality.

IRISH OAK BLACKBUTT

FRENCH OAK SILVERBARK

SPOTTED GUM SYDNEY SPOTTED GUM

CHESTERTON OAK MISTY BLACKBUTT

Why Choose Alvera Premium 
Laminate?

✓  Water Resistant Performance
      Designed to withstand everyday spills  
     and moisture, making it suitable for  
     kitchens, living areas, and high-traffic  
     spaces.

✓  Exceptional Durability (AC5 Rated)
     A high abrasion surface layer delivers  
     superior resistance to wear, scuffs, and  
     scratches — ideal for busy homes and  
     commercial interiors.

✓  Easy Installation
     Precision-engineered for fast, efficient  
     installation, reducing downtime and  
     labour costs.

✓  Low Maintenance
     The hard-wearing surface is simple to  
     clean and maintain, keeping floors  
     looking great for longer.

✓  Lightweight & Stable
     Engineered for strength without  
     unnecessary weight, ensuring easier  
     handling and consistent performance.

✓  Authentic Timber Look
     Each colour is based on real wood designs,  
     offering natural warmth and visual depth.

Board Size: 1835mm (L) × 236mm (W) × 12mm (T)
Pieces per Box: 4  |  Coverage per Box: 1.73m2

Abrasion Rating: AC5
Installation: Floating floor with Välinge 5G system

Application: Residential & light commercial

1300 MULFORD (1300 685 3673)

Premium Laminate
Advanced 4-Layer Construction
Alvera Premium Laminate is built using a robust, multi-layer system to maximise performance and 
longevity:

1. High Abrasion Layer
Provides outstanding wear 
resistance and excellent 
clean-ability.

2. Decorative Colour Paper
High-definition timber visuals 
deliver a wide variety of natural 
colours and patterns.

3. Premium Water-Resistant 
HDF Core
High Density Fibreboard core 
enhances stability, strength and 
moisture resistance.

4. High Stability Balance Layer
Protects the core from moisture 
while maintaining dimensional 
stability over time.

Combining premium aesthetics, 
high-level performance, and 
trusted certifications, Alvera 
Premium Laminate is a smart, 
reliable flooring solution for 
projects where quality matters.

All Alvera Hybrid Flooring ranges 
are backed by a 15-year limited 
residential warranty for long-term 
peace of mind.

Distributed by Mulford — Contact 
our team today to find out more 
about this range.

A Smarter Flooring Choice

Certified Quality & Sustainability
Alvera Premium Laminate is manufactured to meet 
stringent international standards:

AC5 
ABRASION 

RATING

Matching Accessories
Complete the installation with colour-matched 

finishing accessories:

Designed to ensure a clean, professional finish across 
all areas.

Stair Nose L Trim Scotia

R10 SLIP 
RATING
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Designed for demanding spaces. Built for total waterproof performance.

The Alvera SPC Hybrid Flooring range delivers advanced durability, 100% waterproof protection, and 
authentic timber aesthetics. Engineered with a rigid Stone Plastic Composite (SPC) core, this premium 
hybrid plank is ideal for residential and commercial environments where strength, stability, and moisture 
resistance are essential.
 
Featuring 12 carefully selected colours inspired by real wood, Alvera SPC offers the beauty of timber with 
the confidence of next-generation hybrid technology.

Why Choose Alvera SPC  
Hybrid Flooring?

✓  100% Waterproof Performance
     Perfect for kitchens, living areas,  
     apartments and other moisture-prone  
     spaces.

✓  Exceptional Durability & Indentation  
     Resistance
     The rigid SPC core resists dents, impacts  
     and heavy foot traffic.

✓  High Abrasion Resistance
     A tough wear layer protects against  
     everyday scratches and scuffs.

✓  Easy Installation (Uniclic® System)
     Precision click-lock technology ensures  
     fast, secure installation.

✓  Low Maintenance
     Easy to clean surface designed to  
     handle real-world living.

✓  Lightweight Yet Rigid
     Easy to transport and install without  
     compromising strength.

✓  Authentic Timber Appearance
     High-definition décor layers replicate  
     the depth and variation of natural wood.

Board Size: 1800mm (L) × 228mm (W) × 6.5mm (T)
Pieces per Box: 6  |  Coverage per Box: 2.46m2

Core Type: Rigid SPC (Stone Plastic Composite)
Installation: Floating floor with Uniclic® system

Application: Residential & commercial

FOREST WALNUT FRENCH OAK BLACKBUTT

CHESTERTON OAK SYDNEY SPOTTED 
GUM

WELSH OAK

MISTY BLACKBUTT COASTAL SPOTTED 
GUM

VICTORIAN OAK

LIGHT WALNUT DARK OAK IRISH OAK

SPC HYBRID (STONE PLASTIC COMPOSITE)

Combining 100% waterproof 
protection, rigid SPC durability, 
acoustic comfort, and authentic 
timber aesthetics, Alvera SPC 
Hybrid Flooring is a reliable 
solution for modern residential and 
commercial projects.

All Alvera Hybrid Flooring ranges 
are backed by a 15-year limited 
residential warranty for long-term 
peace of mind.
Distributed by Mulford — Contact 
our team today to find out more 
about this range.

A Smarter Flooring Choice

1

2

3

4

5

6

Hard Protection & Resistance PU LayerHard Protection & Resistance PU Layer - Enhances surface  - Enhances surface 
protection and long-term durability.protection and long-term durability.

0.5mm Wear Layer 0.5mm Wear Layer - Provides excellent abrasion resistance - Provides excellent abrasion resistance 
for residential and commercial use.for residential and commercial use.

Printed Décor LayerPrinted Décor Layer High-resolution timber visuals based on  High-resolution timber visuals based on 
real wood species.real wood species.

Precision Click System (UniclicPrecision Click System (Uniclic®®)) - Ensures strong board-to- - Ensures strong board-to-
board locking and installation reliability.board locking and installation reliability.

Rigid SPC Core Layer Rigid SPC Core Layer - Stone Plastic Composite core delivers - Stone Plastic Composite core delivers 
waterproof stability and impact resistance.waterproof stability and impact resistance.

IXPE Acoustic Underlay IXPE Acoustic Underlay - Integrated underlay improves - Integrated underlay improves 
comfort underfoot and reduces impact noise.comfort underfoot and reduces impact noise.

Advanced 6-Layer Construction

Alvera SPC Hybrid Flooring is engineered using a high-performance layered system to maximise 
durability, comfort, and acoustic performance:

Certified Quality & Sustainability
Alvera SPC Hybrid Flooring is manufactured to meet 
recognised international standards:

6 STAR 
AAAC 

ACOUSTIC
RATING

European 
Conformity

Locking System

R10 SLIP 
RATING
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Matching Accessories
Complete the installation with colour-matched 

finishing accessories:

Designed to ensure a clean, professional finish across 
all areas.

Stair Nose L Trim Scotia



Classic parquetry style. Modern hybrid performance.

The Alvera Herringbone SPC Hybrid Flooring range combines the timeless elegance of traditional 
parquetry with the durability and waterproof performance of advanced Stone Plastic Composite (SPC) 
technology. Designed to deliver architectural impact without the complexity of traditional timber 
installation, this range is ideal for premium residential and commercial interiors.

Available in five refined timber colours inspired by real wood, Alvera Herringbone delivers statement 
design with everyday practicality.

Why Choose Alvera 
Herringbone SPC Flooring?

✓  100% Waterproof Performance
     Ideal for kitchens, living areas,  
     apartments, and moisture-prone  
     spaces.

✓  Timeless Parquetry Aesthetic
     A classic herringbone layout delivers  
     visual impact and architectural  
     refinement.

✓  Exceptional Durability & Indentation  
     Resistance  
     The rigid SPC core resists dents, impacts,  
     and heavy foot traffic.

✓  Easy Installation (Uniclic® System)
     The two-part click system ensures  
     accurate alignment and secure locking.

✓  Low Maintenance
     Easy-to-clean surface designed for  
     modern lifestyles.

✓  Lightweight Yet Rigid
     Simplifies handling and installation  
     without compromising performance.

✓  Authentic Timber Appearance
     High-definition décor layers replicate  
     the depth and grain of real timber.

Board Size: 625mm (L) × 125mm (W) × 6.5mm (T)
Pieces per Box: 16  |  Coverage per Box: 1.25m2

System: Two-part system (Part A & Part B)
Core Type: Rigid SPC (Stone Plastic Composite)
Installation: Floating floor with Uniclic® system

Application: Residential & commercial

IRONBARK

FRENCH OAK BLACKBUTT

CHESTERTON OAK SYDNEY SPOTTED GUM

With 100% waterproof protection, 
rigid SPC durability, and a timeless 
herringbone design, Alvera 
Herringbone Hybrid Flooring 
delivers architectural style with 
everyday practicality.

All Alvera Hybrid Flooring ranges 
are backed by a 15-year limited 
residential warranty for long-term 
peace of mind.

Distributed by Mulford — Contact 
our team today to find out more 
about this range.

Built to Perform. 
Designed to Impress.

What Is Herringbone Flooring?
Herringbone flooring is a classic parquet pattern where rectangular planks are laid at 90-degree 
angles to create a distinctive zig-zag layout. Traditionally associated with European hardwood floors, 
herringbone designs are valued for their visual depth, symmetry, and timeless appeal.

The Alvera Herringbone range modernises this iconic style using a two-part plank system (Part A & 
Part B) with a precision Uniclic® locking mechanism. Each plank is a mirror image of the other, allowing 
the boards to lock together seamlessly and form the authentic parquet pattern — without adhesives or 
specialist installation methods.

The result is a sophisticated, high-end look with the strength, stability, and ease of installation expected 
from modern hybrid flooring.
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2

3

4
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6

Hard Protection & Resistance PU LayerHard Protection & Resistance PU Layer - Enhances surface  - Enhances surface 
protection and long-term wear resistance.protection and long-term wear resistance.

0.5mm Wear Layer 0.5mm Wear Layer - Provides excellent abrasion resistance - Provides excellent abrasion resistance 
for residential and commercial use.for residential and commercial use.

Printed Décor LayerPrinted Décor Layer High-resolution timber visuals based on  High-resolution timber visuals based on 
real wood species.real wood species.

Precision Click System (UniclicPrecision Click System (Uniclic®®)) - Ensures strong board-to- - Ensures strong board-to-
board locking and accurate pattern alignment.board locking and accurate pattern alignment.

Rigid SPC Core Layer Rigid SPC Core Layer - Stone Plastic Composite core delivers - Stone Plastic Composite core delivers 
waterproof stability and impact resistance.waterproof stability and impact resistance.

IXPE Acoustic Underlay IXPE Acoustic Underlay - Integrated underlay improves - Integrated underlay improves 
comfort underfoot and reduces impact noise.comfort underfoot and reduces impact noise.

Certified Quality & Sustainability
Alvera Herringbone SPC Flooring meets internationally 
recognised standards:

6 STAR 
AAAC 

ACOUSTIC
RATING

European 
Conformity

Locking System

Matching Accessories
Complete the installation with colour-matched finishing accessories:

Designed to ensure a clean, professional finish across all areas.

R10 SLIP 
RATING
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RANGE COMPARISON

Premium Laminate SPC (Plank) Herringbone SPC

Positioning Durable laminate with premium 
timber aesthetics

100% waterproof rigid hybrid 
plank

Architectural parquet style with 
hybrid performance

Core Technology Water-resistant HDF core Stone Plastic Composite (SPC) Stone Plastic Composite (SPC)

Design Focus Natural timber look Performance-driven hybrid 
plank

Classic parquetry herringbone 
pattern

Overview

Premium Laminate SPC (Plank) Herringbone SPC

Description

A high-performance laminate 
flooring range combining 

durability, water resistance, 
and authentic timber visuals for 
residential and light commercial 

interiors.

A next-generation luxury hybrid 
plank engineered with an 

SPC core for superior stability, 
waterproof performance, 

and durability in demanding 
environments.

A modern hybrid interpretation 
of traditional parquetry, 

combining timeless herringbone 
design with waterproof SPC 
construction and simplified 

installation.

Product Description

Premium Laminate SPC (Plank) Herringbone SPC

Water Resistance Water resistant 100% waterproof 100% waterproof

Durability AC5 abrasion rated High abrasion & impact 
resistance

High abrasion & impact 
resistance

Indentation 
Resistance — Yes Yes

Installation Easy to install Easy to install (Uniclic®) Easy to install (Uniclic®, A & B 
system)

Maintenance Easy to clean Easy to clean Easy to clean

Weight Lightweight Lightweight yet rigid Lightweight yet rigid

Timber Aesthetic Real wood-inspired designs Real wood-inspired designs Real wood-inspired designs

Key Features & Benefits

Premium Laminate SPC (Plank) Herringbone SPC

Layer 1 High Abrasion Layer PU Protection Layer PU Protection Layer

Layer 2 Decorative Colour Paper 0.5mm Wear Layer 0.5mm Wear Layer

Layer 3 Water-Resistant HDF Core Printed Décor Layer Printed Décor Layer

Layer 4 Stability Balance Layer Uniclic® Click System Uniclic® Click System

Layer 5 — Rigid SPC Core Rigid SPC Core

Layer 6 — IXPE Acoustic Underlay IXPE Acoustic Underlay

Construction

Premium Laminate SPC (Plank) Herringbone SPC

Number of Colours 8 12 5

Colours

Irish Oak | Blackbutt
French Oak | Silverbark 

Chesterton Oak | Spotted Gum
Sydney Spotted Gum 

Misty Blackbutt

Forest Walnut | French Oak 
Blackbutt | Dark Oak 

Chesterton Oak | Welsh Oak 
Misty Blackbutt | Irish Oak 

Victorian Oak | Light Walnut 
Coastal Spotted Gum 
Sydney Spotted Gum 

French Oak | Blackbutt 
Chesterton Oak | Ironbark

Sydney Spotted Gum

Colour Range

Premium Laminate SPC (Plank) Herringbone SPC

Stair Nose ✓ ✓ ✓
L Trim ✓ ✓ ✓
Scotia ✓ ✓ ✓

Accessories

Premium Laminate SPC (Plank) Herringbone SPC

Quality & 
Environment ISO 9001, ISO 14001 ISO 9001, CE ISO 9001, CE

Indoor Air Quality FloorScore® FloorScore® FloorScore®

Abrasion Rating AC5 — —

Click System Välinge 5G Uniclic® Uniclic®

Acoustic Rating — 6 Star AAAC 6 Star AAAC

Slip Rating R10 R10 R10

Certifications & Ratings

Premium Laminate SPC (Plank) Herringbone SPC

Warranty 15 Years* 15 Years* 15 Years*

Warranty

Premium Laminate SPC (Plank) Herringbone SPC

Board Size 1835 × 236 × 12mm 1800 × 228 × 6.5mm 625 × 125 × 6.5mm

Pieces per Box 4 6 16

Coverage per Box 1.73m2 2.46m2 1.25m2

Installation Method Floating floor Floating floor (Uniclic®) Floating floor 
(Uniclic®, Part A & B)

Application Residential & Light Commercial Residential & Commercial Residential & Commercial

Technical Specifications

*Please refer to warranty documents on website our Mulford.com.au
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PROJECT & GALLERY

Herringbone - Chesterton Oak Herringbone - Iron Bark

SPC Range - Irish Oak

Premium Laminate - Black Butt

SPC Range - Victorian Oak

Premium Laminate - French Oak
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ADELAIDE
+61 8 8444 9655
orderssa@mulford.com.au
750 Port Road
Beverley, SA 5009 

BRISBANE
+61 7 3717 4755
ordersqld@mulford.com.au
Unit 5, 65 Balham Road
Archerfield, QLD 4108

HOBART
+61 3 6288 6000
orderstas@mulford.com.au
4/8 Sunmont Street
Derwent Park, TAS 7009 

MELBOURNE
+61 3 8791 8055
ordersvic@mulford.com.au
303 Frankston-Dandenong Road 
Dandenong South, VIC 3175 

CONTACT US

NEWCASTLE
+61 2 4016 5855
ordersnewcastle@mulford.com.au
122 Woodstock Street
Mayfield North, NSW 2304

PERTH
+61 8 9240 4144
orderswa@mulford.com.au
145 Balcatta Road
Balcatta, WA 6021

SYDNEY
+61 2 9911 8155
ordersnsw@mulford.com.au
1/1 Oakdale Close
Horsley Park, NSW 2175

TOWNSVILLE
+61 7 2139 6521
orderstownsville@mulford.com.au
6 Hubert Street
South Townsville, QLD 4810

www.mulford.com.au | 1300 MULFORD (1300 685 3673)


